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‘ Reference is made to page 2, overlay on GSGS 4416, Sheet T-8, Scale 
1:100,000, Kladno, on which source identified the following points: 


1. Railroad Station in Kladno. For further information see page 
4, memory sketch of the railroad station and classification 
yards in Kladno (N 50-09, E 14-06), 


2. Railroad Station in Dubi. For further information see page 
6, memory sketch of the railroad station and classification 
yards in Dubi (N 50-10, E 14-09). 


3. Single-track railroad. Construction was completed in 1953, 
This railroad was constructed in order to transport sorap 
metal from scrap me tpl pile to the United Steel Works, 
National Enterprise. 


4, Scrap metal pile. Scrap metal was collected there and cut 
one smaller pieces before being transported to the steel 
works, 
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Reference is made to page 4, memory sketch of the railroad station 
and classification yards in Kladno, on which source identified the 
following points: 


1. Freight storehouse, single-story brick construction, 90 x 25 
x m., low gable roof covered with tarpaper. 


@. Nadrazni trida (Railroad Station Boulevard). Partly asphalt, 
partly cobblestone, 20 m. Wide, good condition. 


3. Vehicle parking area, partly cobblestone, partly gravel, 
200 x 60 m, 


4, Water supply point, 


5. Station building, two-story, brick construction, 120 x 20 m., 
low gable roof covered with tile. The first floor of this 
building was occupied by the railroad offices and waiting 
rooms. Living quarters were located on the second floor, 


6, Railroad equipment storehouse, Single~story, brick construction, 
60 x 10 x 5 m., low gable roof covered with tarpaper. 


7. Classification yard, about 10 to 12 tracks. The two most 
northern tracks were the main through-tracks. All the other 
tracks were general purpose and olassification tracks. The 
passenger trains utilized only the two main through-tracks, 

here were about 25 trains in each direotion in a @hehour 
period, The peak of traffic was between 0500 - 0700 hours 
and 1466 ~ 1500 hours. Freight through-traffio was unknown 

to source. He stated that on the average there were about 
three freight trains at the station. Source believed about 
35 saat trains were loaded and about 15 freight trains 
unloaded daily; 60% of the trains loaded at this station 
carried coal, 30% steel, 10% wood, bricks, oables, eto, Of 
the trains which were unloaded at the station, 60% were carry- 
ang raw materials for the United Steel Works, National 
Enterprise, 20% wood for mine supports, and the remaining 

20% were general merchandise. The mixed transports arriving 
Or leaving the station consisted of about 45 cars; steel 
transports consisted of about 35 oars; and coal transports 
consisted of about 60 cars, About 58 of the cars were fours 
axle oars, and the rest were twoeaxle, The coal loaded as 
this statio 
Nosek, and Zapotooky, 
perks, National Enterprise, and cables from the Kladno Cable 

nt. 


8. Railroad upkeep shop, Bingle-story, briok construction, 46 x 
15 x5 m., low gable roof covered with tarpaper, 


9. Wooden board fence, about two meters high, 


25X1A 3, ' Fierlingr I was located in Vinarioe 
~ ~O5), Fierlingr IZ was located in 
Libusin (N 50-10, 8 14-03). "the Zapotocky mine wes 
formerly the Prage Mine and Was located in Dubt, ‘The 
Nosek Mine was looated about 10 km. west of Xladno, 


2. Lean dommes This cable pla known as Kablo 
25X1A adno, narodni podnik, 
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Memory Sketch of the Railroad Station and Classification 
Yards in Xladno . 
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25X1A 
Reference is made to page 6, memory sketch of the railroad station and 
Signi ication yards in Dubi, on which source identified the following 
points: 


1. Brick wall, about 1.5 m. high and one Kilometer long. 


2. Storehouse, single-story wood construction, 300 x 12 x 4 m., 
low gable roof covered with tarpaper. The side facing the 
railroad tracks had no wall. Source observed barrels being 
stored there, 


3. Cobblestone ramp, one kilometer long, three meters wide, and 
one meter high. 


4, Ratlroad switch control house, two-story, brick construction, 
10 x 5 m., low gable roof covered with tarpaper. Source 
believed the switches were operated manually. 


5. Water supply point. 


6. Freight storehouse, Single-story brick construction, 80 x 10 
x 4m., low gable roof covered with tarpaper. 


Te Two-story bullding of brick construction, 60 x 12 m., gable 

roof covered with tile, Railroad offices and railroad 
maintenanoe shop were located on the first floor, The second 
floor was oooupted by living quarters, . 


8. Single-story brick construction, attached to building (point T)s 
' 10x 3m, Source believed offices were located there, 


9. Classification yard, about seven tracks. The fifth track from 
the north was the main through-traok, About 18 passenger 
trains daily in each direction, Some of them were Diesel 
powered. There were, on the average, two or three freight 
trains at the station at all times. There was almost no 
through=-freight traffio, About 15 freight trains were 
assembled and departed from here daily: 40% of them carried 


oonstruction materials, The peak of traffic was between 0700 «= 
1100 hours. About 5% of all railroad oars were four-axie 

type. Most of the Locomotives at this station belonged to 
United Steel Works, National Enterprise, 


16. Old storehouse, wood construction, 180 x 20 x 3.5 m., low 
ite ieee covered with tarpaper. This storehouse was not 
u zed, 


11. Dubi Railroad Station building, two-story brick construction, 
40 x 20 Mes gable roof covered with tile, Railroad offioes 


and waiting rooms were located on the first floor, The second 
floor was ccoupied by living quarters, 
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3 25X1A 
Memory Sketch of the Railroad Station and Classification 
Yards in Dubi 
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